Priif-, Uberwachungs- und Zertifizierungs-
gemeinschaft der StraBenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Priifen Uberwachen Zertifizieren

Attachment to EC Certificate of Conformity 0913 - CPD - 2013 / 05 (9 pages)

The descriptions in this attachment refer to the ETA (Approval)
ETA-13/0247, valid from 2013-05-17 to 2018-05-17,
ETA-13/0248, valid from 2013-05-17 to 2018-05-17,
ETA-13/0250, valid from 2013-05-17 to 2018-05-17,

as well as ETA (Assessment)
ETA-15/0103 from 2016-01-28,
ETA-15/0104 from 2016-01-28,
ETA-15/0105 from 2016-01-28,
ETA-15/0106 from 2016-01-28,
ETA-15/0107 from 2016-01-28,
ETA-15/0108 from 2016-01-28,
ETA-16/0611 from 2016-11-16 and
ETA-16/0613 from 2016-11-16.

The above certified microprismatic retroreflective sheeting ORALITE® 6910 Brilliant Grade
to be used for fixed, vertical road traffic signs is admitted for the following original dyed
colours:

Original dyed retroreflective sheeting:

Visibility characteristics Durability
Daylight
chromaticity & | Coefficient of Impact Resistance to
Colour Name of the product luminance retroreflection | resistance weathering
factor ETA 13/0247 ETA 13/0247 ETA 13/0247
ETA 13/0247 tab. 3 and 4 tab. 6 tab. 8 and 9
tab. 2
. ORALITE® 6910-010 R2 Europe,
White Brilliant Grade pass, B2 R3B Germany i A8
ORALITE® 6910-020 R2 Europe,
Vollow Brilliant Grade pass; B2 R3B Germany pass pass
ORALITE® 65910-030 R2 Europe,
Red Brilliant Grade pass, B2 R3B Germany pass pass
ORALITE® 6910-050 R2 Europe,
Blue Brilliant Grade pass, B2 R3B Germany pass pass
ORALITE® 6910-060 R2 Europe,
Gl Brilliant Grade pags, B2 R3B Germany pash pass
ORALITE® 6910-080
Brown Brilliant Grade pass, B2 R2 Europe pass pass

The above certified microprismatic retroreflective sheeting ORALITE® 6910 Brilliant Grade
to be used for fixed, vertical road traffic signs is accepted to be coloured by the below
listed materials:

Lettering Film:

Visibility characteristics Durability
Daylight
chromaticity & | Coefficient of Impact Resistance to
Colour Name of the product luminance retroreflection | resistance weathering
factor EN 12899-1 EN 12899-1 EN 12899-1
EN 12899-1 41.1.4 4.1.21 4.1.1.5
7.3.1.3
Black ORALITE® 5081-070 Lettering Film NR1 . pass pass
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Priif-, Uberwachungs- und Zertifizierungs-
gemeinschaft der StraRenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Screenprinting Colours:

Priifen Uberwachen Zertifizieren

Visibility characteristics Durability
Daylight
Colour Name of the product chromaticity & | Coefficient of Impact Resistance to
; ® 3 luminance retroreflection | resistance weathering
on white | ORALITE S910-010 factor ETA13/0248 | ETA 13/0248 | ETA 13/0248
9 ETA 13/0248 tab. 3and 4 tab. 6 tab. 8and 9
tab. 2
Yellow ORALITE® 5018-020 Screen Printing Ink pass, B2 Eglfggfnfény pass pass
Red ORALITE® 5018-030 Screen Printing Ink pass, B2 Egézggﬁ_ﬁény pass pass
Blue ORALITE® 5018-050 Screen Printing Ink pass, B2 Sg;g;rgfrﬁény pass pass
Green ORALITE® 5018-060 Screen Printing Ink pass, B2 Sgrfggfn?ény pass pass
Orange ORALITE® 5018-035 Screen Printing Ink pass, B2 SgBEuGrgr?rE:ény pass pass
Brown ORALITE® 5018-080 Screen Printing Ink pass, B2 R2 Europe pass pass
Visibility characteristics Durability
Daylight
chromaticity & | Coefficient of Impact Resistance to
Colour Name of the product luminance retroreflection | resistance weathering
factor EN 12899-1 EN 12899-1 EN 12899-1
EN 12899-1 41.1.4 41.2.1 4115
7.3.1.3
Black ORALITE® 5018-070 Screenprinting Ink NR1 - pass pass

Coloured Laminates:

Original dyed retroreflective sheeting ORALITE® 6910 Brilliant Grade with ORALITE® 5061
Transparent Film (ETA-15/0105)

Visibility characteristics Durability
Coefficient of ;

Daylight retroreflection ﬁgg'tit:r'i‘lfg s

chromaticity & Evaluation ;
Colour Name of the product s rce SeeliBats lmpatct Eva!ug_tlﬂnt

_ o factor TLP VZ resistance according to

on white ORALITE"™ 6910-010 . Notificatlion Evaluation TLP VZ,
sheeting Brilliant Grade and : according to Notification

according to Number EN 12899-1 N

- umber
EN 12899-1 2007/0661/D, 2007/0661/D
class CR2 tab. 14, class !
tab. 11 and 17
RA3

Trans- ® .
parent ORALITE"™ 5061-000 Transparent Film pass pass pass pass
Yellow ORALITE® 5061-020 Transparent Film pass pass pass pass
Red ORALITE® 5061-030 Transparent Film pass pass pass pass
Blue ORALITE® 5061-050 Transparent Film pass pass pass pass
Green ORALITE® 5061-060 Transparent Film pass pass pass pass
Brown ORALITE® 5061-080 Transparent Film pass pass *' pass pass *'

*T Evaluation of performance on 56 % of requirement of colour Blue.
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Priif-, Uberwachungs- und Zertifizierungs-

gemeinschaft der StraBenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Clear protective overlay film:

Priifen Uberwachen Zertifizieren

Clear protective overlay films (Anti-Dew or Anti-Graffit) are always admitted in

combination with retroreflective sheeting and a colouring process.

Anti-Dew:

The original dyed retroreflective sheeting is accepted to be laminated with the clear
protective overlay film ORALITE® 5090 Anti-Dew Film for the following colours.

Original dyed retroreflective sheeting ORALITE® 6910 Brilliant Grade with ORALITE® 5090
Anti-Dew Film (ETA-15/0103)

Visibility characteristics Durability
Coefficient of Fisdistansts
Daylight retroreflection weathering
chrqmat:cny & Evalua.tlon Impact Eialiiatioh
Col f d luminance acording to resistance according to
olour Name of the product factor TLPVZ, Evaluation TLPVZ,
Evaluation Notification ? e
: according to Notification
according to Number EN 12899-1 LB
EN 12899-1 2007/0661/D, 2007/0661/D
class CR2 tab. 14, class ¢ !
RA3 ab. 11 and 17
White ORALITE® 6910-010 Brilliant Grade and - i - o
ORALITE® 5090 Anti-Dew Film P P P p
ORALITE® 6910-020 Brilliant Grade and
Yellow ORALITE® 5090 Anti-Dew Film sl pass i pasa
ORALITE® 6910-050 Brilliant Grade and
Blue ORALITE® 5090 Anti-Dew Film pass pass pass pess
— ORALITE® 6910-060 Brilliant Grade and -— - s ass
ORALITE® 5090 Anti-Dew Film P p P P
® TS
Brown ORALITE” 6910-080 Brilliant Grade und pass pass 2 pass pass *?

ORALITE® 5090 Anti-Dew Film

*? Evaluation of performance on 56 % of requirement of calour Blue.
*3 Evaluation of average value.

Original dyed retroreflective sheeting ORALITE® 6910 Brilliant Grade and Lettering-Film

Visibility characteristics Durability
Daylight
chromaticity & | Coefficient of Impact Resistance to

Colour Name of the product luminance retroreflection | resistance weathering
factor EN 12899-1 EN 12899-1 EN 12899-1
EN 12899-1 4114 4.1.21 4115
7.31.3

& e
Black ORALITE™ 5081-070 Lettering Film NR1 ) pass pass

and ORALITE® 5090 Anti-Dew Film

Fleyer Stralle 204, D-58097 Hagen

info@strauszert.de

Tel +49 2331 377 95 93, Fax +49 2331 377 95 94

Page 3 of 9




Priif-, Uberwachungs- und Zertifizierungs-
gemeinschaft der StraBenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Priifen Uberwachen Zertifizieren

The original dyed white retroreflective sheeting is accepted to be laminated with the
coloured transparent laminate ORALITE® 5061 Transparent Film and the clear protective

overlay film ORALITE® 5090 Anti-Dew Film for the following colours.

Original dyed retroreflective sheeting ORALITE® 6910 Brilliant Grade and coloured
transparent laminate ORALITE® 5061 Transparent Film with ORALITE® 5090 Anti-Dew

Film
Visibility characteristics Durability
Daylight
Colour Name of the product chromaticity & Coefficient of Impact Resistance to
: ® e luminance retroreflection | resistance weathering
poh e‘;'t}'r:e gmhrgr agg 1;31 9 factor ETA 13/0250 | ETA 13/0250 | ETA 13/0250
9 ETA 13/0250 tab. 3and 4 tab. 6 tab. 8 and 9
tab. 2
ORALITE® 5061-020 Transparent Film and R2 Europe,
Yollaw ORALITE® 5090 Anti-Dew Film poss.H2 R3B Germany pass pass
ORALITE® 5061-030 Transparent Film and R2 Europe,
e ORALITE® 5090 Anti-Dew Film pags, B2 R3B Germany pass phss
Blue ORALITE® 5061-050 Transparent Film and ass. B2 R2 Europe, _ _—
ORALITE® 5090 Anti-Dew Film pass, R3B Germany P p
ORALITE® 5061-060 Transparent Film and R2 Europe,
Green ORALITE® 5090 Anti-Dew Film pets, B2 R3B Germany g pass
& ‘
Brown ORALITE"™ 5061-080 Transparent Film and pass, B2 R2 Europe pass pass

ORALITE® 5090 Anti-Dew Film

Anti-Graffiti:
The original dyed retroreflective sheeting is accepted to be laminated with the clear

protective overlay film ORALITE® 5095 Anti-Graffiti Film for the following colours.

Original dyed retroreflective sheeting ORALITE® 6910 Brilliant Grade with ORALITE® 5095
Anti-Graffiti Film (ETA-15/0104)

Visibility characteristics Durability
Coefficient of .
Daylight retroreflection izzﬁtagse L
chromaticity & | Evaluation Impact Evalu:tim?
luminance according to P :
Colour Name of the product factor TLPVZ, Easjf‘z'[‘fi ?f_ff\rfz'”g to
Evaluation Notification at‘:lcor dino i Notifi t i
according to Number EN 1289%-1 Nzrlnllf:rlo
EN 12899-1 2007/0661/D, 2007/0864/D
class CR2 tab. 14, class !
RA3 tab. 11 and 17
; ORALITE® 6910-010 Brilliant Grade and 5
White ORALITE® 5095 Anti-Graffiti Film s ias pase pass
ORALITE® 6910-020 Brilliant Grade and
Yellow ORALITE® 5095 Anti-Graffiti Film petss pass pass pess
ORALITE® 6910-030 Brilliant Grade and
R ORALITE® 5095 Anti-Grafiiti Film Haas peas pass pass
ORALITE® 6910-050 Brilliant Grade and
Blue ORALITE® 5095 Anti-Grafiiti Film pass pass pese pass
ORALITE® 6910-060 Brilliant Grade and
Gieen ORALITE® 5095 Anti-Graffiti Film PASS pass pass pass
® =T
T ORALITE" 6910-080 Brilliant Grade and pass pass ** pass pass ™

ORALITE® 5095 Anti-Graffiti Film

*T Evaluation of performance on 56 % of requirement of colour Blue.
*% Evaluation of average value.
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Priif-, Uberwachungs- und Zertifizierungs-
gemeinschaft der StraRenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Priifen Uberwachen Zertifizieren

Original dyed retroreflective-sheeting ORALITE® 6910 Brilliant Grade with Lettering-Film
with ORALITE® 5095 Anti-Graffiti Film

Visibility characteristics Durability
Daylight
chromaticity & | Coefficient of Impact Resistance to

Colour Name of the product luminance retroreflection | resistance weathering
factor EN 12899-1 EN 12899-1 EN 12899-1
EN 12899-1 4.11.4 4.1.21 41.1.5

- 7.31.3
Black ORALITE" 5081-070 Lettering Film NR1 : pass pass

und ORALITE® 5095 Anti-Graffiti Film

The original dyed white retroreflective sheeting is accepted to be laminated with the
coloured transparent laminate ORALITE® 5061 Transparent Film and the clear protective
overlay film ORALITE® 5095 Anti-Graffiti Film for the following colours.

Original dyed retroreflective sheeting ORALITE® 6910 Briliant Grade and coloured
transparent laminate ORALITE® 5061 Transparent Film with ORALITE® 5095 Anti-Graffiti
Film (ETA-15/0106)

Visibility characteristics Durability
Coefficient of ;
Daylight retroreflection ﬁg:'tzt: r?:g to
Colour | Name of the product chromaticity & | Evalustion Impact Evaluation
luminance according to ot At
_ . factor TLP VZ resistance according to
on white ORALITE™ 6910-010 Evalaation Notifi t Evaluation TLP VZ,
sheeting Brilliant Grade with : e on) according to Notification
according to Number
EN 12899-1 Number
EN 12899-1 2007/0661/D, 2007/0661/D
class CR2 tab. 14, class tab. 11 and 1'7
RA3 i
ORALITE® 5061-020 Transparent Film and
Yellow ORALITE® 5095 Anti-Graffiti Film pass pags pass pass
ORALITE® 5061-030 Transparent Film and o
Rl ORALITE® 5095 Anti-Graffiti Film pea pass pass pase
ORALITE® 5061-050 Transparent Film and
Ble ORALITE® 5095 Anti-Grafi Film pass pass pass pass
ORALITE” 5061-060 Transparent Film and
Sreon ORALITE® 5095 Anti-Graffiti Film eSS pass pags Rask
B =
Birawn ORALITE” 5061-080 Transparent Film and pass pass *° pass pass *°

ORALITE® 5095 Anti-Graffiti Film

* Evaluation of performance on 56 % of requirement of colour Blue.
* Evaluation of average value.
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Priif-, Uberwachungs- und Zertifizierungs-

gemeinschaft der StraRenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Digital Printing:

The digital printing is processed on white retroreflective sheeting with the digital printing
systems AGFA ANAPURNA M2050 High-Speed-UV-Inkjet-System or AGFA ANAPURNA
M2050i High-Speed-UV-Inkjet-System and is to be laminated with a transparent protective

laminate.

ORALITE® 5019 UV Digital Printing Ink:

Priifen Oberwachen Zertifizieren

Protective laminate ORALITE® 5061-000 Transparent Film (ETA-15/0107)

Visibility characteristics Durability
Coefficient of .
Daylight retroreflection VRVZ:ﬁ:t:r?rfg L
Colour | Name of the product I"h“?mat(':‘g‘y & E"a'“g.“"”t Impact Evaluation
o fﬂg}an ?}f_ﬁ,o{/zmg 2 resistance according to
on white ORALITE™ 6910-010 Evaluation Notificatlion Evaluation TLP VZ,
sheeting Brilliant Grade with : according to Notification
according to Number EN 12899-1 Niisber
EN 12899-1 2007/0661/D, 2007/0661/D
class CR2 tab. 14, class tab. 11 and 1’-,,
RA3 )
Yl ORALITE: 5019-020 UV Digital Printing Ink and pass pisiss +8 pass pass
ORALITE® 5061-000 Transparent Film
ORALITE® 5019-030 UV Digital Printing Ink and #B
Red ORALITE® 5061000 Transparent Fim_ pass s pass pass
Blue ORALITE; 5019-050 UV Digital Printing Ink and pass pass pass pass
ORALITE@ 5061-000 Transparent Film
ORALITE"™ 5019-080 UV Digital Printing Ink and %0 %9
Brown ORALITE® 5061-000 Transparent Film pass pass pass pass
** Evaluation of 70% value for process colours.
*® Evaluation of performance on 56 % of requirement of colour Blue.
Protective laminate ORALITE® 5090 Anti-Dew Film (ETA-15/0108)
Visibility characteristics Durability
Coefficient of S
Daylight. . retroreﬂlection weathering
Colour | Name of the product chiameliclyts | Exalnation Impact Evaluation
luminange according to resistance according to
. ® factor TLP VZ :
on white ORALITE" 6910-010 Evaluati Notifi t, Evaluation TLP VZ,
sheeting Brilliant Grade with valuation oufication according to Notification
according to Number EN 12899-1 Nunibor
EN 12899-1 2007/0661/D, 2007/0661/D
class CR2 tab. 14, class tab. 1% snd 1’7
- RA3 ;
ORALITE™ 5019-020 UV Digital Printing Ink and #10
ellow ORALITE® 5090 Anti-Dew Film pass pass pass pass
Red ORAL]TE: 5019-030 UV Digital Printing Ink and pass pass #10 pass pass
ORALITE™ 5090 Anti-Dew Film
Blue ORALITE: 5019-050 UV Digital Printing Ink and pass pass pass —
ORALITE® 5090 Anti-Dew Film P
ORALITE™ 5019-080 UV Digital Printing Ink and w1 W
'31;"""’" ORALITE® 5090 Anti-Dew Film pass RBAG pass Rass

Evaluation of 70% value for process colours.

1" Evaluation of performance on 56% of requirement of colour Blue.
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Priif-, Uberwachungs- und Zertifizierungs-
gemeinschaft der StraBenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Digital Printing Black:

Priifen Uberwachen

Zertifizieren

Visibility characteristics Durability
Daylight
chromaticity & | Coefficient of Impact Resistance to
Colour Name of the product luminance retroreflection | resistance weathering
factor EN 12899-1 EN 12899-1 EN 12899-1
EN 12899-1 4.1.1.4 41.2.1 4115
- 7.31.3
ORALITE”™ 5019-070 UV Digital Printing Ink and
Blagte ORALITE® 5061-000 Transgarent Film. DR : [t pHEs
ORALITE” 5019-070 UV Digital Printing Ink and
Bl ORALITE® 5090 Anti-Dew Fim NI - s pasy
Black ORALITE® 5019-070 UV Digital Printing Ink * NR1 - pass pass

*2 If the colour Black is printed solely, this material combination is admitted to be used without the protective laminate.

Digital Printing Darkgreen:
Several protective laminates (ETA-16/0613)

Visibility characteristics Durability
Daylight Resistance to
chromaticity & . weathering
Colour Name of the product i e Coefficient of | Impact Evaliation
) S retrorefl_ecilon resnstan_ce according to
on white ORALITE® 6910-010 Evaluation Evaluation Evaluation class RA3 *13
sheeting Brilliant Grade with a(‘:,cordin to according to according to and
e class RA3*® | EN 12899-1 o 45661
- class CR2 class CR1
ORALITE™ 5019-625 UV Digital Printing Ink and
Darkgreen | HRALITE® 5061-000 Transparent Film pass pass pass s
ORALITE® 5019-625 UV Digital Printing Ink and
Darkgreen | opALITE® 5061-000 Transparent Film pass pass pass pass
ORALITE® 5019-625 UV Digital Printing Ink and
Darkgreen ORALITE® 5061-000 Transparent Film pass il Pess Ags

* Evaluation of performance on 8% of requirement of colour White.

Fleyer StraRe 204, D-58097 Hagen

info@strauszert.de
Tel +49 2331 377 95 93, Fax +49 2331 377 95 94

Page 7 of 9




Priif-, Uberwachungs- und Zertifizierungs-
gemeinschaft der StraBenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

ORALITE® 5019i UV Digital Printing Ink:

Priifen Uberwachen Zertifizieren

Protective laminate ORALITE® 5061-000 Transparent Film (ETA-16/0611)

Visibility characteristics Durability
Coefficient of Resistance to
Daylight retroreflection weathering
Colour Name of the product ICh"?mat'C'ty & E"alug.t"’”t Impact Evaluation
fgr;;?rance _?_E(';O{/ng 2 resistance according to
on white ORALITE® 6910-010 Evalistich Notificat‘ion Evaluation TLP VZ,
sheeting Brilliant Grade with ; according to Notification
according to Number EN 12899-1 Nuimbiar
EN 12899-1 2007/0661/D, 2007/0661/D
class CR2 tab. 14, class tab. 11 and 1'7
RA3 i
ORALITE® 5019i-020 UV Digital Printing Ink
Yellow and ORALITE® 5061-000 Transparent Film e pass RESS paSs
e ORALITE® 5019i-030 UV Digital Printing Ink ass ass ass ass
and ORALITE® 5061-000 Transparent Film P P P P
Blue ORALITE® 5019i-050 UV Digital Printing Ink — sk . 5
and ORALITE® 5061-000 Transparent Film P P P i
Green ORALITE® 5019i-060 UV Digital Printing Ink s _— _
and ORALITE® 5061-000 Transparent Film P P pass P
ORALITE® 5019i-035 UV Digital Printing Ink
Qeange and ORALITE® 5061-000 Transparent Film pask Pags pass pass
o ORALITE® 5019i-080 UV Digital Printing Ink - ass ¥ a5k ass *1
and ORALITE® 5061-000 Transparent Film p p P P
ORALITE® 5019i-625 UV Digital Printing Ink w5 %15, 16
Darkgreen | .nd ORALITE® 5061-000 Transparent Film pass pass pass paes
G ORALITE® 5019i-073 UV Digital Printing Ink ass ass
ey and ORALITE® 5061-000 Transparent Film pas P pass Rass
" Evaluation of performance on 56% of requirement of colour Blue.
% Evaluation of performance on 8% of requirement of colour White.
*® Evaluation according to EN 12899-1 class CR1.
Protective laminate ORALITE® 5090 Anti-Dew Film (ETA-16/0611)
Visibility characteristics Durability
Goefficiant of Resistance to
Daylight_ retroreflection weathering
Colour | Name of the product chromatiliy & | Bualbatian Impact Evaluation
luminance according to 7 di
. " fatar TLP VZ resistance according to
on white ORALITE™ 6910-010 Evaluation Notificatlion Evaluation TLP VZ,
sheeting Brilliant Grade with ; according to Notification
according to Number EN 12899-1 Nusisee
EN 12899-1 2007/0661/D, 2007/0661/D
class CR2 tab. 14, class tab, 44:and 1'7
. RA3 i
ORALITE™ 5019i-020 UV Digital Printing Ink
Yellow and ORALITE® 5090-000 Anti-Dew Film pass pase i pags
ORALITE® 5019i-030 UV Digital Printing Ink
Red and ORALITE® 5090-000 Anti-Dew Film ok pass peEs pass
ORALITE® 5019i-050 UV Digital Printing Ink
Blie and ORALITE® 5090-000 Anti-Dew Film s i pass pass
ORALITE® 5019i-060 UV Digital Printing Ink
Gren and ORALITE® 5090-000 Anti-Dew Film pass pass pass pass
ORALITE® 5019i-035 UV Digital Printing Ink
Orangs and ORALITE® 5090-000 Anti-Dew Film pass Rass palss jpass
ORALITE™ 5019i-080 UV Digital Printing Ink S E *17
Brown and ORALITE® 5090-000 Anti-Dew Film pass pass pass pees
ORALITE® 5019i-625 UV Digital Printing Ink #18 «18,19
Darkgreen | .4 ORALITE® 5090-000 Anti-Dew Film pass i pass pass
ORALITE® 5019i-073 UV Digital Printing Ink
Sy and ORALITE® 5090-000 Anti-Dew Film pass oS — pass
%17

Evaluation of performance on 56% of requirement of colour Blue.

*® Evaluation of performance on 8% of requirement of colour White.
*® Evaluation according to EN 12899-1 class CR1.
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Priif-, Uberwachungs- und Zertifizierungs-
gemeinschaft der StraBenausstatter e.V.

Notifiziert unter 0913 durch DIBt nach BauPVO

Priifen Uberwachen Zertifizieren

Protective laminate ORALITE® 5095 Anti-Graffiti Film (ETA-16/0611)

Visibility characteristics Durability
Cusihoent-of Resistance to
Daylight_ ) relroreflf.eclion weathering
Colour | Name of the product gl & E"a’“j.""”t Impact Evaluation
] é fz;r;:;ance _ala_tc;o{/;_ng 0 resistance according to
on white ORALITE" 6910-010 uati Notifi tl Evaluation TLP VZ,
sheeting Brilliant Grade with Eve Aanat) ourEEion according to Notification
according to Number EN 12899-1 Klitiitsar
EN 12899-1 2007/0661/D
' 2007/0661/D
class CR2 tab. 14, class :
RA3 tab. 11 and 17
Vallow ORALITE® 50j® 9i-020 UV Digi_tal Prip?ing Ink pass pass pass pass
and ORALITE™ 5095-000 Anti-Graffiti Film
Red ORALITE® 50;9i-030 UV Digital Printing Ink pass pass pass pass
and ORALITE™ 5095-000 Anti-Graffiti Film
Bk ORALITE® 50'1a 9i-050 UV Digital Printing Ink _— - _— _—
and ORALITE"™ 5095-000 Anti-Graffiti Film
— ORALITE® 5019i-060 UV Digital Printing Ink ass s ass ass
and ORALITE® 5095-000 Anti-Graffiti Film P pass P P
Orange ORALITE® 50; 9i-035 UV Digi_tal Prip!ing Ink pass pass pass pass
and ORALITE™ 5095-000 Anti-Graffiti Film
Brown ORALITE® 50;9i-080 UV Digital Printing Ink pass pass %20 pass pass £20
and ORAIé[TE 5095-000 Anti-Graffiti Film
ORALITE™ 5019i-625 UV Digital Printing Ink «21 x21,22
Darkgreen | o GRALITE® 5095.000 Ant-Graffi Fim pasd RS Rass pess
Gre ORALITE® 5019i-073 UV Digital Printing Ink _— A58 . —
y and ORALITE® 5095-000 Anti-Graffiti Film P P P p
* Eyaluation of performance on 56% of requirement of colour Blue.
*2! Evaluation of performance on 8% of requirement of colour White.
*# Evaluation according to EN 12899-1 class CR1.
Digital Printing Black:
Visibility characteristics Durability
Daylight
chromaticity & | Coefficient of Impact Resistance to
Colour Name of the product luminance retroreflection | resistance weathering
factor EN 12899-1 EN 12899-1 EN 12899-1
EN 12899-1 4.1.1.4 4.1.21 4115
" 7.3.1.3
ORALITE™ 5019i-070 UV Digital Printing Ink
Black and ORALITE® 5061-000 Transparent Film N - Pass pass
Black ORALITE® 50é9i-070 UV Digital Printing Ink NR1 ; pass pass
and ORAIéITE 5090-000 Anti-Dew Film
ORALITE™ 5019i-070 UV Digital Printing Ink
Black and ORALITE® 5095-000 Anti-Graft Fim HR] - poss pass

The manufacturer of the fixed vertical road traffic sign is responsible for conformity with the
mandated characteristics according to EN 12899-1 by using these materials.

Hagen, 6 February 2017
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